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ABSTRACT 
 
 
 
 
 Ultra wide-band (UWB) is gained by achieving microwaves bandwidth with 
equal or more than 500 MHz values. Recent studies focus more on the application of this 
UWB to fulfill user demand especially in telecommunications nowadays who’s 
concerned about size of tools and the amount of energy usage. These aspects must put 
into consideration when purchasing tools for various activities in the field. The use of 
this ultra-high bandwidth could easily expose to harmonic existence at high frequency 
which could lead to degradation of systems performance. Thus this project would 
emphasis on the effort of designing and improving existing microwave bandpass filter 
based on previous works that could overcome the issue in its first harmonic. Technique 
chooses include a various flaws form at the back of microstrip planar. All filters have 
been simulated and the results have been reviewed. In conclusion, frequency at the first 
harmonic can be reduced in order to improve interference dismissal at high frequency. 
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ABSTRAK 
 
 
 
 
 Lebar jalur ultra (UWB) kian terkenal disebabkan kejayaan memperoleh 
sekurang-kurangnya 500 MHz lebarjalur. Penyelidikan hari ini banyak tertumpu kepada 
aplikasi UWB ini kerana ia memenuhi kehendak pengguna terutamanya dalam bidang 
telekomunikasi yang mementingkan saiz perkakasan dan jumlah penggunaan tenaga. 
Aspek ini perlu diberi pertimbangan wajar apabila merancang pembelian peralatan untuk 
pelbagai kegunaan terutamanya aktiviti di lapangan. Penggunaan aplikasi UWB mudah 
terdedah kepada kewujudan harmonik frekuensi tinggi yang akan menyebabkan 
kemerosotan prestasi sesebuah perkakasan. Oleh itu, projek ini memberikan tumpuan 
kepada usaha merekabentuk dan menambahbaik penapis mikrojalur yang sedia ada 
berdasarkan kerja terdahulu yang berupaya mengatasi masalah tersebut terutama pada 
harmonik pertama. Teknik yang dipilih melibatkan pelbagai bentuk kecacatan pada 
bahagian belakang penapis satah mikrojalur. Kesemua penapis telah berjaya 
direkabentuk, disimulasi dan dianalisis. Kesimpulannya, harmonik tak dikehendaki 
pertama dapat dihapuskan untuk penambahbaikkan kepada penyingkiran hingar pada 
frekuensi tinggi.  
 
